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(57) Abstract: The cargo compartment comprises the boards or similar floor elements (51) fixed to the floorbeams (16) or similar 
support elements which are mounted on the aircraft body. The functional units such as roller elements (1 1), tie bar elements (13) or 
{s^ PDU (14) are afterwards mutually assembled by means of corresponding control guides. In order to ease the assembly and reduce 
^ assembly defects, said invention is characterised in that the floor elements (51) are rigidly assembled with the support elements (16) 
W in such a way that pre-fabricated floor modules (50) are formed and assembled in the aircraft. 
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7jur Erkldrung der Zweibuvhstaben- Codes und der anderen Ab- 
kUrzungen wird auf die ErklUrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regutUren Ausgabe der 
PCr-Gazette verwiesen. 



(57) Zusammenfassung: Bei Frachtraumen (2) in Flugzeugen befestigt man Paneele oder dergleichen flachige Bodenelemente (51) 
an Floorbeams (16) oder dergleichen StUtzelemente, die im FlugzeugkOrper montiert sind. Anschliessend werden Funktionsele- 
mente, wie Rollenelemente (11), Riegelelemente (13) oderPDUs (14) montiert und liber entsprechende Steuerleitungen miteinander 
verbunden. Zur Vereinfachung der Montage und zur Verminderung von Montagefehlem wird vorgeschlagen, die Bodenelemente 
(51) zusammen mit den Stutzelementen (16) als vorgefertigte Bodenmodule (50) fest zu verbinden und diese Bodenmodule (50) in 
das Flugzeug einzubauen. 



